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Product Description
• �Pedestal-mounted eye/face wash provides quick access for emergency flushing
• �Robust floor flange for secure anchoring to the mounting surface
• �Push-plate activation with stay-open valve allows hands-free operation once activated
• �Dual ABS spray nozzles deliver a soft, aerated flow to the eyes and face
• �Built-in pressure compensator, filter, and aerator provide a controlled, consistent  

water flow
• 100% hydrostatically tested to help ensure reliable, leak-free connections

Unicare by ZING® 
Eye and Face Wash Pedestal Mount 
with ABS Bowl

Part Number:

91211001

Technical Data
Type: Plumbed Eye/Face Wash
Mount Type: Pedestal/Floor Mount
Bowl Material: ABS Plastic
Spray Nozzle Material: ABS Plastic
Pipe/Fitting Material: Galvanized Steel
Valve Type/Material: Stay-open Brass
Activation: Push Plate
Operating Pressure: 30 PSI (Recommended)
Flow Rate: 3.0 GPM Minimum
Flush Duration: 15 Minutes Minimum
Water Requirement: Potable, Tepid Water
Water Temperature: 60°F-100°F (Recommended)
Inlet Size: 1/2" NPTF
Drain Size: 1 1/4" NPTF
Compliance: 3rd Party UL Tested to ANSI/ISEA Z358.1-2014
Safety Sign Included: Yes
Inspection Tag Included: Yes
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Designed to provide reliable eye 
rinsing in industrial, laboratory, 
and facility safety environments

Packaging Details
Package Quantity: Eyewash unit and pedestal conversion kit packaged 

separately (2 cartons)
Eyewash Pedestal

Approx. Weight: 6.5 lbs. 9 lbs.
Dimensions: 10"L x 14"W x 15"D 16.5"L x 6.3"W x 2.6"D
UPC: 810224584039
Country of Origin: India
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All dimensions are in inches unless otherwise specified.
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